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Residential Lossnay Specifications

Dimensions

Dimensions

Model

*Figures in the chart is measured according to Japan Industrial Standard (JIS B 8628) on shutter knob open position.

VL-50(E)S2-E
Electrical power supply 220V/50Hz 230V/50Hz 240V/50Hz 220V/60Hz

Fan speed High

51

19

70

36.5

Low High Low High Low High Low

Air volume (m3/h) 15 52.5 16 54 17 54 17

Power consumption (W)
Temperature exchange efficiency (%)

Specific energy consumption class

4 20 4.5 21 5 21 5.5

86 69 85 68 84 68 84

Noise level (dB) 14 37 15 37.5 15.5 37.5 15.5

Weight (kg) 6.2

C

Model: VL-50S2-E (Pull-Switch Model), VL-50ES2-E (Wall-Switch Model)

Model: VL-50SR2-E (Remote Controller Model)

Model

*Figures in the chart is measured according to Japan Industrial Standard (JIS B 8628) on shutter knob open position.

VL-50SR2-E
Electrical power supply 220V/50Hz 230V/50Hz 240V/50Hz 220V/60Hz

Fan speed High

51

19

70

36.5

Low High Low High Low High Low

Air volume (m3/h) 15 52.5 16 54 17 54 17

Power consumption (W)
Temperature exchange efficiency (%)

Specific energy consumption class

4.5 20 5 21 5.5 21 6

86 69 85 68 84 68 84

Noise level (dB) 14 37 15 37.5 15.5 37.5 15.5

Weight (kg) 6.2

C

Unit (mm)
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Power and connection cable pullout areaMounting plate temporary
fixing hole position

Shutter knob positionEdge of main unit

Mounting holes 
53×  6

(Left : exhaust, Right : intake)

Air intake/exhaust hole 
(Left : exhaust, Right : intake)
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310min from nearest obstruction 360min from nearest obstruction
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Fresh-air supply

Indoor-air exhaust

Indoor-air exhaust Indoor-air 
exhaust

Outside-air 
intake

Indoor-air 
exhaust Wall thickness

50 to 650

160

15697
.6

O
ut

er
 d

ia

96
O

ut
er

 d
ia

18
0

��
Û

�Û

��
Û

Outside-air 
intake

4 x   8.5
mounting holes B
(Knocking hole)

Exhaust to 
outside 

4 x   5
mounting holes A

(40)

Open position

Close position
“Exhaust only” position

: VL-50ES2-E
: VL-50S2-E

26.5
21

216

Air intake/exhaust hole 
  120 wall hole

Terminal
block

Unit (mm)
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Power and connection cable pullout areaMounting plate temporary
fixing hole position

Shutter knob position Remote controller

Edge of main unit

Mounting holes 
53×  6

(Left : exhaust, Right : intake)

Air intake/exhaust hole 
(Left : exhaust, Right : intake)

200
300

(522)

522 168 109
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Fresh-air supply

Indoor-air exhaust

Indoor-air exhaust Indoor-air 
exhaust

Outside-air 
intake

Indoor-air 
exhaust Wall thickness

50 to 650
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Outside-air 
intake

4 x   8.5
mounting holes B
(Knocking hole)

Exhaust to 
outside 

4 x   5
mounting holes A

(40) 54 10

88Open position

Close position
“Exhaust only” position

26.5

21

216

Air intake/exhaust hole 
  120 wall hole
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